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(e) You must maintain records of all
maintenance activities, calibrations,
and calibration audits.

CONTINUOUS COMPLIANCE REQUIREMENTS

§63.9530 How do I demonstrate con-
tinuous compliance with the emis-
sion limitation that applies to me?

(a) If you use a solvent recovery sys-
tem and/or solvent substitution, you
must demonstrate continuous compli-
ance with the emission limitations for
solvent mixers in §63.9500(a) and (b) ac-
cording to the provisions in paragraphs
(a)(1) through (3) of this section.

(1) Except for during malfunctions of
your weight measurement device and
associated repairs, you must collect
and record the information required in
§63.9520(a)(1) through (8) at all times
that the affected source is operating
and record all information needed to
document conformance with these re-
quirements.

(2) For new, reconstructed, or exist-
ing large solvent mixers, maintain the
7-day block average percent of HAP
solvent discharged to the atmosphere
at or below 30 percent of that which
would otherwise be emitted in the ab-
sence of solvent recovery and/or sol-
vent substitution.

(3) For new, reconstructed, or exist-
ing small solvent mixers, maintain the
7-day block average percent of HAP
solvent discharged to the atmosphere
at or below 15 percent of that which
would otherwise be emitted in the ab-
sence of solvent recovery and/or sol-
vent substitution.

(b) If you use a control technique
other than a solvent recovery system
and/or solvent substitution, you must
demonstrate continuous compliance
with the emission limitations for sol-
vent mixers in §63.9500(a) and (b) ac-
cording to the provisions in §63.9570.

(c) You must report each instance in
which you did not meet the emission
limitations for solvent mixers in
§63.9500(a) and (b). This includes peri-
ods of startup, shutdown, or malfunc-
tion. These instances are deviations
from the emission limitations in this
subpart. These deviations must be re-
ported according to the requirements
in §63.9540.

(d) [Reserved]
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(e) Consistent with 8§63.6(e) and
63.7(e)(1), deviations that occur during
a period of startup, shutdown, or mal-
function are not violations if you dem-
onstrate to the Administrator’s satis-
faction that you were operating in ac-
cordance with §63.6(e)(1). The Adminis-
trator will determine whether devi-
ations that occur during a period of
startup, shutdown, or malfunction are
violations, according to the provisions
in §63.6(e).

[67 FR 64506, Oct. 18, 2002, as amended at 71
FR 20470, Apr. 20, 2006]

NOTIFICATIONS, REPORTS, AND RECORDS

§63.9535 What notifications
submit and when?

(a) You must submit all of the notifi-
cations in 8§63.8(f)(4) and 63.9(b), (c),
(d), and (h) that apply to you by the
specified dates.

(b) If you use a control technique
other than a solvent recovery system
and/or solvent substitution, you must
comply with the provisions in §63.9570.

(c) As specified in §63.9(b)(2), if you
start up your affected source before Oc-
tober 18, 2002, you must submit your
initial notification no later than 120
calendar days after October 18, 2002.

(d) As specified in §63.9(b)(3), if you
start up your new affected source on or
after October 18, 2002, you must submit
your initial notification no later than
120 calendar days after you become
subject to this subpart.

(e) You must submit a notification of
compliance status according to
§63.9(h)(2)(ii). You must submit the no-
tification of compliance status before
the close of business on the 30th cal-
endar day following the completion of
the initial compliance demonstration.

§63.9540 What reports must I submit
and when?

(a) Unless the Administrator has ap-
proved a different schedule, you must
submit each semiannual compliance re-
port according to the requirements in
paragraphs (a)(1) through (5) of this
section.

(1) The first compliance report must
cover the period beginning on the com-
pliance date that is specified for your
affected source in §63.9495 and ending
on June 30 or December 31, whichever
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